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CMX90B701 Low Current/Noise Gain Block 17 - 23 GHz
Description
The CMX90B701 is a low-current 50 Q gain block
suitable for a wide variety of wireless applications
covering 17 — 23 GHz.
CMX90B701 is highly integrated to minimize
external component count and board area. RF 3x3mm VQFN-16 Package
ports are matched on-chip to 50 Q with an output
DC-blocking capacitor. An active bias circuit helps Product Features
maintain performance over a wide temperature
range and supply voltage of 3 -5 V. *  Frequency range 17 — 23 GHz
e  Small signal gain 17 dB
The device is an easy-to-use gain block with fast . .
enable circuit and dual-bias mode for system *  Single positive DC supply 3 -5V
optimisation, selecting bias of 10 mA or 15 mA. . Low power consumption 40 mW
. ) . e  Output P1dB +7.5 dBm @ 20 GHz
CMX90B701 is fabricated using a GaAs pHEMT
process to provide optimum gain, linearity, and e Output IP3 +17.5 dBm @ 20 GHz
noise together with low DC power consumption. e Noise figure 4 dB
A footprint-compatible variant, CMX90B702, is *  Dual-bias mode (low/high setting)
available for applications covering 23 — 29.5 GHz. e 105 °C operating temperature
Applications Block Diagram
e Satcom (K and Ka-Band)
¢ VSAT Ven  Mode vd NC
e  Microwave Backhaul
e  Fixed Wireless Access (FWA)
e  Low Current Microwave Amplifier NC NC
GND GND
RFin RFout
(500) (500)
GND GND
Ordering Information NeooNe e e oNp
Part Number Description
CMX90B701QF-R705 7” Reel with 500 pieces
CMX90B701QF-R710 7” Reel with 1,000 pieces
EV90B701 Evaluation board
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Absolute Maximum Ratings

Parameter Rating
RF Input Power +6 dBm
Device Voltage (Vd, Ven) +5.5V
-40 to +85 °C (Vd £ 5V, high or low mode)
Case Temperature (Tc) -40 to +105 °C (Vd €4V, high mode)
-40 to +105 °C (Vd £ 5V, low mode)
Junction Temperature (Tjmax) 165 °C (Process MTTF = 107 hours)
Storage Temperature -40 to +125 °C
ESD Sensitivity HBM 250V (Class 1A), CDM 500 V (Class C2a)
MSL Level Level 3

Exceeding the maximum ratings may result in damage or reduced device reliability.

Thermal Characteristics

Parameter Rating

719 °C/W (Tc = 85 °C)

Thermal Resistance (Rjc) 753 °C/W (Tc = 105 °C)

Thermal resistance is junction-to-case, where case refers to the exposed die pad on the backside which is in contact
with the board.

Recommended Operating Conditions

Parameter Min Typ Max Units
Operating Frequency Range 17 23 GHz
Case Temperature (Tc)
Vd <5V, high or low mode -40 +85 °C
Case Temperature (Tc)
Vd £4V, high mode -40 +105 °C
Vd <5V, low mode
Device Voltage (Vd) 3 5
Enable Voltage (Ven) 0 5

The device will be tested under certain conditions, but performance is not guaranteed over the full range of
recommended operating conditions.

ESD Caution

High-performance RF integrated circuits are highly sensitive to electrostatic discharge (ESD) and may contain
unprotected inputs and outputs. Handling and assembly should be conducted in an ESD-controlled environment.
It is recommended that ESD precautions and protocols are adopted to minimise the risk of electrostatic discharge
and protect product integrity.
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Electrical Specification

Results taken on EV90B701 EVB, where track losses have been de-embedded using the calibration line on the
EV90B701 evaluation board.

Z0=500,Vd=+4V, Ven = +4 V, Vmode = Low Current Mode, Ta = +25 °C (unless otherwise noted)

Parameter Conditions Min Typ Max Units
Frequency 17 23 GHz
Small Signal Gain 17 GHz 17.2 dB
Small Signal Gain 20 GHz 17.2 dB
Small Signal Gain 23 GHz 18.2 dB
Gain Flatness 17 GHz to 23 GHz +1 dB
Reverse Isolation 17 GHz to 23 GHz >30 dB
P1dB At 20 GHz 7.5 dBm
oIP3 Two-tone test Af = 100 MHz, at 20 GHz, i 175 i dBm

Pout/Tone = -7 dBm

Noise Figure 20GHz 4 dB
Input Return Loss 17 GHz to 23 GHz 7 dB
Output Return Loss 17 GHz to 23 GHz 10 dB
Device Current (Id) 10 mA
Ven (Logic 1 = Enabled) Amplifier normal operation 1.8 5
Ven (Logic 0 = Standby) Amplifier in standby mode 0 0.2
Id Vd=5V,Ven=0V 1.5 uA

S21 Ven=0t00.2V -25 dB
Ven Current (len) Ven=4V 0.37 mA
Turn-On Time .
RFout: 10 % to 90 % RFin =-10 dBm, 20 GHz 0.6 s
Turn-Off Time .
RFout: 90 % to 10 % RFin =-10 dBm, 20 GHz 0.9 ps
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Pin Assignments

Pin

w

© 00N o b

11
12
13
14

15
16
Die pad

Notes

NC

GND

RFin
(50Q)

GND

Name
NC
GND

RFin

GND
NC
NC
NC
NC

GND

RFout

GND
NC
NC
vd

Mode

Ven
GND

NC
GND
RFout
(50Q)
GND
NC NC NC NC GND
Top View
Description
Connect to GND
Connect to GND

RF input. Internally matched to 50 Q with DC path to ground to
provide enhanced ESD robustness.

Connect to GND

Connect to GND

Connect to GND

Connect to GND

Connect to GND

Connect to GND

RF output. Internally matched to 50 Q with integrated DC-blocking
capacitor.

Connect to GND

Connect to GND

Connect to GND

Voltage supply to amplifier

Mode pin to select current mode — GND = Low Current and O/C =
High Current

Amplifier enable input

DC and RF ground. Exposed die pad must be connected to GND.

CML recommends that all no connect (NC) pins are connected to ground.
The bottom exposed die pad must be connected to the ground plane on the board.
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CMX90B701

Typical Performance

The following plots show typical performance characteristics of CMX90B701 measured on the evaluation board (Part
Number EV90B701). Board losses have been de-embedded from the measurement results using the through line

included on the EV90B701.

RF typical performance: Vd =Ven=4.0V, Ta=25°C,Z0=50Q

Gain Vd = Ven = 4.0V Reverse Isolation Vd = Ven = 4.0V
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Figure 5: OIP3 100MHz spacing, Pout = -7 dBm/tone,
Vd=Ven=4.0V

Figure 6: Noise Figure Vd=Ven=4.0V
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CMX90B701

RF typical performance: Vd =Ven =4.0V, Ta = 25 °C, Z0 = 50 Q (continued)

Input Return Loss Vd = Ven = 4.0V Output Return Loss Vd = Ven = 4.0V
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Figure 7: Input Return Loss Vd =Ven =4.0V Figure 8: Output Return Loss Vd=Ven=4.0V
S21Vd =Ven =4.0V $21Vd = 4.0V, Ven = 0.0V
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Figure9: S21Vd=Ven=4.0V Figure 10: S21Vd=4.0V,Ven=0.0V
DC typical performance: Vd =4.0V, Ta=25°C
IdvVenvd=4.0V lenvVenVd=4.0V
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Figure11: IdvVenVd =4.0V Figure 12: lenvVenVd =4.0V
DC typical performance over voltage: Ta = 25 °C
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Figure 13: Id v Ven, high current mode Figure 14: Id v Ven, low current mode
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CMX90B701

RF typical performance over voltage: Vd = Ven, Ta = 25 °C, Z0 = 50 Q.

Gain Mode = High

Gain Mode = Low
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Figure 15: Gain Vd = Ven, high current mode Figure 16: Gain Vd = Ven, low current mode
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Figure 17: P1dB Vd = Ven, high current mode Figure 18: P1dB Vd = Ven, low current mode
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Figure 19: S21 Vd = Ven, high current mode Figure 20: S21 Vd = Ven, low current mode
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CMX90B701

RF Typical Performance over voltage: Vd = Ven, Ta = 25 °C, Z0 = 50 Q (continued)

Noise Figure Mode = High
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Figure 21: Noise Figure Vd = Ven, high current mode

Figure 22: Noise Figure Vd = Ven, low current mode
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Figure 23: OIP3 100 MHz spacing, Pout = -7 dBm/tone,
high current mode

Figure 24: OIP3 100 MHz spacing, Pout = -7 dBm/tone,
low current mode
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RF Typical Performance over temperature: Vd = Ven, Z0 = 50 Q.

S21 Vd = Ven = 5.0V, Mode = High

12 14 16 18

Frequency / GHz

20 22 24 26

—-40 ——25 85 ——105

S$21Vd = Ven = 5.0V, Mode = Low

s21/dB
[ |
o N B O RO

14 16 18 20 22 24

Frequency / GHz

—-40 ——25 85 —— 105

Figure 25: $21 Vd = Ven = 5.0V, high current mode

Figure 26: S21 Vd =Ven =5.0V, low current mode
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Figure 27: S21 Vd = Ven = 4.0V, high current mode

Figure 28: S21 Vd =Ven =4.0V, low current mode

$21 Vd = Ven = 3.0V, Mode = High

S$21Vd = Ven = 3.0V Mode = Low
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Figure 29: S21 Vd =Ven = 3.0V, high current mode Figure 30: S21 Vd =Ven = 3.0V, low current mode
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Figure 31: S12 Vd =Ven = 5.0V, high current mode Figure 32: S12Vd =Ven =5.0V, low current mode
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CMX90B701

RF Typical Performance over temperature: Vd = Ven, Z0 = 50 Q (continued)

S$12 Vd = Ven = 4.0V, Mode = High
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Figure 33: S12Vd =Ven = 4.0V, high current mode

Figure 34: S12Vd =Ven = 4.0V, low current mode
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Figure 35: $12 Vd = Ven = 3.0V, high current mode

Figure 36: $S12Vd =Ven =3.0V, low current mode
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Figure 37: S11 Vd =Ven =5.0V, high current mode

Figure 38: $11Vd =Ven =5.0V, low current mode
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Figure 39: S11Vd =Ven =4.0V, high current mode

Figure 40: S11Vd =Ven =4.0V, low current mode
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RF Performance over temperature: Vd = Ven, Z0 = 50 Q (continued).
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Figure 41: S11Vd =Ven =3.0V, high current mode

Figure 42: S11Vd =Ven =3.0V, low current mode
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Figure 43: S22 Vd = Ven = 5.0V, high current mode

Figure 44: S22 Vd =Ven =5.0 V, low current mode
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Figure 45: S22 Vd = Ven = 4.0V, high current mode

Figure 46: S22 Vd =Ven = 4.0V, low current mode
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Figure 47: S22 Vd =Ven = 3.0V, high current mode

Figure 48: S22 Vd =Ven =3.0V, low current mode

©2023 cmimicro.com

Page 11

D/90B701/1

March 2023


https://cmlmicro.com/

CMX90B701 Low Current/Noise Gain Block 17 - 23 GHz CMX90B701

RF typical performance over temperature: Vd = Ven, Z0 = 50 Q (continued)

P1dB Vd = Ven = 5.0V, Mode = High
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Figure 49: P1dB Vd = Ven = 5.0 V, high current mode

Figure 50: P1dB Vd =Ven = 5.0V, low current mode
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Figure 51: P1dB Vd = Ven = 4.0 V, high current mode

Figure 52: P1dB Vd =Ven = 3.0V, low current mode
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Figure 53: P1dB Vd =Ven = 3.0V, high current mode

Figure 54: P1dB Vd =Ven = 3.0V, low current mode
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DC performance over temperature
Id vs Temp Vd = 5.0V, Mode = High Id vs Temp Vd = 5.0V, Mode = Low
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Figure 55: Id v Temp Vd = 5.0 V, high current mode

Figure 56: Id v Temp Vd = 5.0 V, low current mode
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Figure 57: Id v Temp Vd = 4.0 V, high current mode

Figure 58: Id v Temp Vd = 4.0 V, low current mode

Id vs Temp Vd = 3.0V, Mode = High
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Figure 59: Id v Temp Vd = 3.0 V, high current mode
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Figure 61: lenv Temp Vd = 4.0 V, high current mode

Figure 60: Id v Temp, Vd = 3.0 V, low current mode
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Application Information

Schematic Diagram
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Figure 62: EV90B701 Schematic

Bill Of Materials (BOM)

Refference Value Size Description
Designator
C1l 1pF 0603 16V,+10%
Cc2 10 nF 0402 16V, 110%
Cc3 DNF 0402
ca4 10 nF 0402 16V, +10%
C5 1nF 0402 16V, +x10%
C6 DNF 0402
R1 0Q 0402 0.063 W
D1 DNF SOD-523F
0.1” High / Low Current
‘e N/A Header selection

Notes
e DNF = Do not fit component

PCB Layout

Careful layout of the printed circuit board (PCB) is essential for optimum RF and thermal performance. The
recommended layout, including ground via pattern underneath the device, may be taken from the evaluation board
(Part Number EV90B701).
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The PCB consists of a top layer of MT40 backed by 2 layers of FR-4 with a total thickness of 1.632 mm (Figure 63) and
the EV90B701 PCB (Figure 64) is 20 mm x 45 mm. The coplanar RF transmission lines have a width of 0.33 mm with a
gap of 0.14 mm to ground either side. The through line length has been reduced by 3mm to account for the length of
the device.

0.020 solder mask
0.041 top layer

0.203

0.041 ground plane

1.05 strength

1.592 mm

0.017 ground plane

0.200

0.040 bottom layer
0.020 solder mask

Figure 63: EV90B701 Layer Stack

L 4
J2

¥
£
EV90B701
EV90B702

Figure 64: EV90B701 PCB Top Layer View

Thermal Design
The primary RF/DC ground and thermal path is via the exposed die pad on the backside of the package, which must be

connected to the PCB ground plane. An array of plated through-hole vias directly underneath the die pad area is
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essential to conduct heat away and minimise ground inductance. A typical solution will have 9 grounding vias connecting
the top layer to the bottom layer, with inner diameter of 0.2 mm (and 0.025 mm plating) on a 0.55 mm grid pattern.
The vias do not need to be filled. The PCB layout should provide a thermal radiator appropriate for the intended
operation, adding as much copper to inner and outer layers as possible to avoid excessive junction temperature.

Device junction temperature (Tj) can be calculated using Tj = Tc + (Pdiss x Rjc) where Pdiss = Pdc + Pin — Pout and Tc is
the case temperature on the backside of the package (die pad) in contact with the PCB.

Ven Input
The device is enabled by applying a voltage between 1.8 V and 5.0 V to pin 16 (Ven). The resulting Id taken by the device

is relatively independent of the Ven voltage applied. If the enable feature is not required, the Ven pin can be connected
to the same voltage as Vd.

The device can be placed into standby mode when not in use by setting Ven low (<0.2V) to disable all circuitry.

If lower len and Id leakage current and/or if the highest forward isolation is needed in standby mode, a diode can be
used in series with the Ven pin to increase the switch-on threshold of the device. This can be particularly important at
elevated temperatures. Some suggested diodes in suitable packages (SOD-523F) for the evaluation board are:

- 1N914BWT-D PN fast switching diode

- BAT43XV2-D Schottky diode

Evaluation Board & Bias Procedure
In general, sequencing of the Vd and Ven supplies is not necessary however applying Vd before or simultaneously with
Ven is recommended.

The separate through line can be used to measure the evaluation board and connector losses. These results can then
be used to de-embed the device performance from evaluation board measurements.

Insertion Loss Through Line Return Loss Through Line

0 0

-5

1 -10

- f 15
Z 2 Y 20
= E 25
3 -30
-35

4 -40

15 17 19 21 23 25 27 29 31 15 17 19 21 23 25 27 29 31
Frequency / GHz Frequency / GHz
Figure 65: Insertion Loss — through line Figure 66: Return Loss —through line

Current Mode Setting

The mode pin (pin 15) is used to set the current taken by the CMX90B701. Low current mode (~10 mA) is selected by
fitting the jumper (J6) on the evaluation board, which connects the mode pin to ground. High current mode (~ 15 mA)
is selected by not fitting the jumper, which leaves the mode pin open-circuit.
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CMX90B701

Package Outline
16-lead 3 x 3mm VQFN Package (QF)
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Index 2 Bottom View

Package Marking

Pin 1 indicator (dot) and 3 rows of text for device identification.

CMX90
B701
<batch code>

Line 1: CMX90 SuRF series
Line 2: 4-character part code
Line 3: Batch code

—> L—l" —’I‘_x

DIM. MIN. TYP. MAX.

* A 3.00 BSC

* B 3.00BSC
C 0.80 0.90 1.00
F 1.45 1.80
G 1.45 1.80
H 0.00 0.05
J 0.16 0.24 0.30
K 0.20
L 0.30 0.50
P 0.50
o 0.20
NOTE :

A & B are reference data and do
not include mold deflash or protrusions.

All dimensions in mm
Angles are in degrees

Index Area 1 Index Area 2

R

hamfer
Index Area 1 is located dlreclly above Index Area 2
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Revision History

Issue Description Date
1 First release for product launch March 2023
ROHS Compliance

CML Micro certifies, to the best of our knowledge, that its products comply with RoHS directive
(2011/65/EU), as amended by Directive (EU) 2015/863.

REACH Compliance

CML Micro certifies, to the best of our knowledge, that its products do not contain any of the banned
substances specified in the SVHC list at https://echa.europa.eu/candidate-list-table. CML Micro are
committed to ensuring the safety of products and the compliance with regulations. Publications will be
updated in the event that REACH control is compromised.
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Contact Information

For further information please contact your local CML sales representative.
Contact details can be found at www.cmlmicro.com

Important notice: The information provided in this document is believed to be accurate and reliable however, CML assumes no
responsibility for any errors or omissions in this document. CML reserves the right to make changes to this document at any time
without notice.

The product(s) referenced within this document are not designed, authorized, or warranted for use in life support, life-critical, surgical
or nuclear applications, nor in any application where the failure of the product could create a situation where personal injury or death
may occur. Customers using or selling the product for such applications do so entirely at their own risk and without any recourse to
CML, financial or otherwise.

CML assumes no liability for applications assistance or the design of customers’ products. Customers are solely responsible for the
design, validation, and testing of customer products as well as compliance with all legal, regulatory, and safety-related requirements
concerning their applications.

ALL SPECIFICATIONS AND DATA ARE PROVIDED "AS IS" AND WITHOUT WARRANTY OF ANY KIND, EITHER EXPRESSED OR IMPLIED,
INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, OR NON-
INFRINGEMENT OF INTELLECTUAL PROPERTY RIGHTS. PRODUCTS ARE PROVIDED UNDER THE TERMS OF CML’S CONDITIONS OF SALE.

Nothing in this document or any purchase of CML products shall be construed as granting any license, whether express or implied,
under any patent, copyright, trade secret, or other intellectual property right owned or controlled by CML.

©2023 cmlmicro.com Page 19 D/90B701/1 March 2023


https://cmlmicro.com/
http://www.cmlmicro.com/

	Description
	Applications
	Ordering Information
	Product Features
	Block Diagram
	Absolute Maximum Ratings
	Thermal Characteristics
	Recommended Operating Conditions
	ESD Caution
	Electrical Specification
	Pin Assignments
	Typical Performance
	Application Information
	Package Outline
	Package Marking
	Revision History
	ROHS Compliance
	REACH Compliance
	Contact Information

