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MwT-PH11 F/MwT-PH11FV 12 GHz High Power AlGaAs/InGaAs pHEMT

Features:
e 33 dBm of Power at 12 GHz
e 12 dB Small Signal Gain at 12 GHz
e 459% PAE at 12 GHz
e (.25 x 2400 Micron Refractory Metal/Gold Gate
[}

Excellent for High Power, and High Power
Added Efficiency

e |deal for Commercial, Military, Hi-Rel Space
Applications

Chip Thickness: 100 microns

Description:

The MwT-PH11F is a AlGaAs/InGaAs pHEMT (Pseudomorphic-High-Electron-Mobility-Transistor) device whose nominal
0.25 um gate length and 2400 micron gate width make it ideally suited for applications requiring high power and high
power added efficiency up to 12 GHz frequency range. The device is equally effective for either wideband or
narrow-band applications. The chip is produced using reliable metal systems and passivated to insure excellent reliability.

Electrical Specifications: at Ta=25°C

PARAMETERS & CONDITIONS SYMBOL FREQ UNITS MIN TYP
x??;fstgﬁ Eg:g_rmnss Psat 12 GHz dBm 32.0
%ﬁiﬂ? '[SSEBE__’?LEE?BN romt oIP3 12 GHz dBm 400
\nggla‘.s&%nglsfta}_l?mnss 356 12 GHz dB 12.0
et PAE 12 GHz % 4

Note: Ids should be between 40% and 80% of Idss. Currently, our datashows Ids at 70% of IDSS. Low Ids will improve efficiency, but high Ids
will make Psat and IP3 better.

DC Specifications: at Ta= 25 «C

PARAMETERS & CONDITIONS SYMBOL UNITS MIN TYP MAX
Saturated Drain Current
Vds= 3.0 V Vgs= 0.0V IDSS mA 480 520
Transconductance
Vds= 2.5V Vgs=0.0V £ T bl
Pinch-off Voltage
Vds= 3.0 V Ids= 1.0 mA Ve v 08 1.0
Gat_e-to-Suurce Breakdown Voltage BVGSO v 17.0
lgs=-0.3 mA
Gat_e-to-Dram Breakdown Voltage BVGDO v 18.0
lgd=-0.3 mA
Chip Thermal Resistance Chip & 71 pkg Rth cw 25

* Overall Rth depends on case mounting
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MwT-PH11F/MwT-PH11FV

12 GHz High Power AlGaAs/InGaAs pHEMT

ESD Caution

MwT-PH11F, Load Pull data, Vds=8V, Idq=0.7xIdss

Zs 2L Psat

Freq(GHz)| Mag phase mag phase dBm
2 0.75 145.0 0.57 170.3 33.0

4 0.90 162.0 0.63 170.3 32.6

6 0.95 172.0 0.65 169.8 32.7

3 0.95 177.0 0.68 170.9 32.6

10 0.94 179.0 0.72 171.0 32.1

12 0.93 -177.0 0.72 171.0 32.3

The load pull data is based on nonlinear model provided
by the foundry that processes the device.

High-performance RF integrated circuits are highly sensitive to electrostatic discharge (ESD) and may contain
unprotected inputs and outputs. Handling and assembly should be conducted in an ESD-controlled environment. It
is recommended that ESD precautions and protocols are adopted to minimise the risk of electrostatic discharge
and protect product integrity.
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MwT-PH11F/MwT-PH11FV

12 GHz High Power AlGaAs/InGaAs pHEMT

Absolute Maximum Rating

Symbol Parameter Units Cont Max1 Absolute Max2
VDS Drain to Source Volt. v 8.0 8.5
Tch Channel Temperature °C +150 +175
Tst Storage Temperature °C -65 to +150 +175
Pin RF Input Power mwW 500 700

Notes:

1. Exceeding any one of these limits in continuous operation may reduce the mean-time- to-failure below the design goal.
2. Exceeding any one of these limits may cause permanent damage.
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MwT-PH11F/MwT-PH11FV

12 GHz High Power AlGaAs/InGaAs pHEMT

S-Parameters

S-PARAMETER Vds=8V, Ids=0.7 x Idss

Freg. 511 521 512 522 K GMAX
GHz dB Ang (") dB Ang (°) dB Ang (°) dB Ang (°) dB
1 -0.763 -138.853 22,454 104.657 -32.283 24,086 -10.055 -141.617 0.198 27.369
2 -0.782 -162.491 16.940 88.129 -31.888 16.281 -9.522 -155.023 0.355 24.414
3 -0.782 -172.386 13.489 78.106 -31.691 14.649 -9.063 -158.581 0.506 22.590
4 -0.765 -178.660 10.927 69.522 -31.687 15.944 -8.493 -159.528 0.649 21.307
5 -0.779 176.661 9.000 63.408 -31.705 16.914 -8.075 -160.496 0.825 20.353
6 -0.724 172.409 7.458 56.174 -31.325 20.538 -7.713 -161.777 0.874 19.392
7 -0.626 167.937 6.081 A8.726 -31.182 22.865 -7.138 -164.037 0.847 18.632
8 -0.649 165.699 4.698 42.454 -31.102 25.258 -6.507 -164.374 0.975 17.900
9 -0.682 162.970 3.306 35.880 -30.956 28.978 -6.067 -167.164 1.176 14.588
10 -0.706 159.631 2.315 30.167 -30.553 31.225 -5.566 -168.217 1.251 13.415
11 -0.617 156.253 1.426 23.731 -30.040 33.719 -5.113 -171.388 1.098 13.822
12 -0.573 154.102 0.426 18.200 -29.763 36.298 -4.710 -173.542 1.065 13.533
13 -0.658 151.563 -0.521 12.655 -29.071 38.997 -4.329 -176.096 1.221 11.441
14 -0.643 149.995 -1.500 8.204 -28.735 411.598 -3.953 -178.800 1.235 10.697
15 -0.597 146.658 -2.154 3.022 -27.751 12,833 -3.642 178.934 1.053 11.393
16 -0.521 144.626 -3.083 -2.331 -27.212 44.068 -3.379 175.452 0.923 12.065
17 -0.550 142.697 -3.861 -6.552 -26.676 412,849 -3.077 172.963 0.924 11.408
18 -0.545 141.770 -4.635 -10.760 -25.991 413.314 -2.809 169.448 0.866 10.678
19 -0.556 140.063 -5.485 -14.316 -25.389 43.335 -2.692 167.217 0.886 5.952
20 -0.412 136.960 -6.123 -19.011 -24.765 413.199 -2.487 165.318 0.605 9.321
21 -0.618 135.138 -7.123 -22.456 -24.364 44.264 -2.292 162.103 0.966 8.620
22 -0.571 133.208 -7.758 -25.816 -23.792 412.959 -2.022 158.794 0.804 8.017
23 -0.489 132.372 -8.341 -28.947 -23.064 40.411 -2.015 156.412 0.652 7.362
24 -0.571 130.488 -9.202 -31.466 -23.041 39.155 -1.989 154.674 0.842 6.919
25 -0.589 128.512 -9.857 -35.045 -22.395 37.303 -1.675 150.780 0.750 6.269
26 -0.495 127.182 -10.469 -37.584 -22.030 36.296 -1.572 148.225 0.610 5.781

Available Packaging:
71 Package - MWT-PH11F71
71 Package - MWT-PH11FV71
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MwT-PH11F/MwT-PH11FV

12 GHz High Power AlGaAs/InGaAs pHEMT

RoHS Compliance

CML Micro certifies, to the best of our knowledge, that its products comply with RoHS directive (2011/65/EU), as
amended by Directive (EU) 2015/863.

REACH Compliance

CML Micro certifies, to the best of our knowledge, that its products do not contain any of the banned substances
specified in the SVHC list at https://echa.europa.eu/candidate-list-table. CML Micro are committed to ensuring
the safety of products and the compliance with regulations. Publications will be updated in the event that REACH
control is compromised.

Contact Information

For further information please contact your local CML sales representative.
Contact details can be found at www.cmImicro.com.

Important notice: The information provided in this document is believed to be accurate and reliable however, CML assumes no
responsibility for any errors or omissions in this document. CML reserves the right to make changes to this document at any time
without notice.

The product(s) referenced within this document are not designed, authorized, or warranted for use in life support, life-critical,
surgical or nuclear applications, nor in any application where the failure of the product could create a situation where personal
injury or death may occur. Customers using or selling the product for such applications do so entirely at their own risk and without
any recourse to CML, financial or otherwise.

CML assumes no liability for applications assistance or the design of customers’ products. Customers are solely responsible for the
design, validation, and testing of customer products as well as compliance with all legal, regulatory, and safety-related requirements
concerning their applications.

ALL SPECIFICATIONS AND DATA ARE PROVIDED "AS IS" AND WITHOUT WARRANTY OF ANY KIND, EITHER EXPRESSED OR IMPLIED,
INCLUDING BUT NOT LIMITED TO ANY IMPLIED WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, OR
NON-INFRINGEMENT OF INTELLECTUAL PROPERTY RIGHTS. PRODUCTS ARE PROVIDED UNDER THE TERMS OF CML’S CONDITIONS
OF SALE.

Nothing in this document or any purchase of CML products shall be construed as granting any license, whether express or implied,
under any patent, copyright, trade secret, or other intellectual property right owned or controlled by CML.
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