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Features:
• 26.5  dBm  of  Power  at  18  GHz
• 13 dB  Small  Signal  Gain  at  18  GHz
• 45  %  PAE at 18  GHz
• 0.25  x  600  µm Refractory  Metal/Gold Gate
• Excellent for  Medium  Power,  Gain, and High 

Power  Added Efficiency
• Ideal for Commercial, Military,  Hi-Rel Space 

Applications

 
 

   
  

    

    

   
         

      

Chip Dimensions:  340  x  360  µm       
Chip Thickness: 100 µm

Description:
The  MwT-PH28F  is  a  AlGaAs/InGaAs  pHEMT  (Pseudomorphic-High-Electron-Mobility-Transistor)  device  whose  nominal 
0.25µm  gate length and  600  µm  gate  width make  it ideally  suited  for  applications requiring high-gain and medium power up  to 26 
GHz  frequency  range.  The  device  is  equally  effective  for  either  wideband  (e.g.  6  to  18  GHz) or  narrow-band  applications.
The chip is produced using reliable metal systems and passivated to insure excellent reliability.

Electrical Specifications:  at Ta = 25  °C

DC Specifications:  at Ta = 25  °C
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High-performance  RF  integrated  circuits  are  highly  sensitive  to  electrostatic  discharge  (ESD) and  may
 

 contain
unprotected inputs and outputs. Handling and assembly should be conducted in an ESD-controlled environment.

 
  It

is  recommended that  ESD precautions and protocols  are adopted to minimise the risk  of  electrostatic  discharge
and protect product integrity.

ESD Caution



Notes: 
1. Exceeding any one of these limits in continuous operation may reduce the mean-time- to-failure below the design goal.
2. Exceeding any one of these limits may cause permanent damage.

Absolute Maximum Rating 
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Available Packaging:
70 Package - MwT-PH28F70
71 Package - MwT-PH28F71
73 Package - MwT-PH28F73

S-Parameters
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CML Micro certifies, to the best of our knowledge, that its products comply with  RoHS directive (2011/65/EU), as
amended by  Directive (EU) 2015/863.

Important  notice: The  information  provided  in  this  document  is  believed  to  be  accurate  and  reliable  however, CML assumes  no
responsibility for any errors or omissions in this document. CML reserves the right to make changes to this document at any time
without notice.

The  product(s) referenced  within  this  document  are  not  designed, authorized, or  warranted  for  use  in  life  support, life-critical,
surgical  or  nuclear  applications, nor  in  any  application  where  the  failure  of  the  product  could  create  a  situation  where  personal
injury or death may occur. Customers using or selling the product for such applications do so entirely at their own risk and without
any recourse to CML, financial or otherwise.

CML assumes no liability for applications assistance or the design of customers’ products. Customers are solely responsible for the
design, validation, and testing of customer products as well as compliance with all legal, regulatory, and safety-related requirements
concerning their applications.

ALL SPECIFICATIONS AND DATA ARE PROVIDED "AS IS" AND WITHOUT WARRANTY OF ANY KIND, EITHER EXPRESSED OR IMPLIED,
INCLUDING  BUT  NOT  LIMITED  TO  ANY  IMPLIED  WARRANTIES  OF  MERCHANTABILITY, FITNESS  FOR  A  PARTICULAR  PURPOSE, OR
NON-INFRINGEMENT OF INTELLECTUAL PROPERTY RIGHTS. PRODUCTS ARE PROVIDED UNDER THE TERMS OF CML’S CONDITIONS
OF SALE.

Nothing in this document or any purchase of CML products shall be construed as granting any license, whether express or implied,
under any patent, copyright, trade secret, or other intellectual property right owned or controlled by CML.

Contact Information

For further information please contact your local CML sales representative.
Contact details can be found at www.cmlmicro.com.

RoHS Compliance

REACH Compliance

CML Micro certifies, to the best of our knowledge, that its products do not contain any of the banned substances
specified in the SVHC list at  https://echa.europa.eu/candidate-list-table.  CML Micro are committed to ensuring
the safety of  products and the compliance with regulations. Publications will be updated in the event that REACH
control is compromised.

MwT-PH28F
     26 GHz Medium Power AlGaAs/InGaAs pHEMT

www.cmlmicro.com 5 February 2022

http://www.cmlmicro.com/
http://www.cmlmicro.com/
http://www.cmlmicro.com
http://www.cmlmicro.com

	MwT-PH28F_new
	Blank Page

	MwT datasheets final page
	Contact Information




